
18V SUBCOMPACT BRUSHLESS
1/4 SHEET SANDER

BFS 18SBL-14-0

Diameter of orbit (mm) 1.5

EAN Code 4058546520823

No load speed (rpm) 7000 - 12000

Oscillation diameter (mm) 1.5mm

Sanding pad size (mm) 1/4 Sheet (110mm x 105mm)

Sound power level (Lwa)(dB(A)) 79 dB (A)

Sound power level uncertainty (dB(A)) 3 dB (A)

Sound pressure level (Lpa)(dB(A)) 71 dB (A)

Sound pressure level uncertainty (dB(A)) 3 dB (A)

Speed settings 6

Supplied in Gift box

Variable speed Yes

Vibration level (m/s²) 4,9 m/s2

Vibration uncertainty (m/s²) 1.5 m/s2

Voltage (V) 18V

Weight with battery pack (EPTA) (kg) 2.1 (L1820S)

aeg-powertools.eu

Engineered to be the ultimate in SubCompact design
positioning user closer to work surface with much
improved control and balance

SubCompact Brushless motor provides excellent
performance throughout range of 6 different speed
settings providing user with flexibility for various finishing
sander and delicate finesse applications

Designed with reduced vibration in mind so user can use
for prolonged periods with less fatigue and improved
control for sanding delicate surfaces

Built in dust extraction fan delivers exceptional dust
collection on a wide range of materials such as woods,
paints, fillers or plaster

https://www.aeg-powertools.eu/
https://www.aeg-powertools.eu/

