
18V SubCompact Brushless
Bandsaw
BNS 18SBL-0

Blade length (mm) 777 x 0.5 x 12.7

Cutting capacity (mm) 64

EAN Code 4892210242549

No load speed (rpm) 0-580 SFPM

Sound power level (Lwa)(dB(A)) 88 dB (A)

Sound power level uncertainty (dB(A)) 3 dB (A)

Sound pressure level (Lpa)(dB(A)) 77 dB (A)

Sound pressure level uncertainty (dB(A)) 3 dB (A)

Speed settings 6

Supplied in Gift box

Vibration cutting metal (m/s²) 2,5 m/s2

Vibration cutting metal uncertainty (m/s²) 1,5 m/s2

Vibration cutting wood (m/s²) 2,5 m/s2

Vibration cutting wood uncertainty (m/s²) 1,5 m/s2

Weight with battery pack (EPTA) (kg) 3.4 (L1820S)

aeg-powertools.eu

SubCompact Brushless Bandsaw is lightweight and ideal for
fast cuts into various materials with maximum cutting
capacity up to 64mm with very low vibration, reduced user
fatigue and excellent line of sight

Supplied with 777mm multi material fine tooth blade
suitable for quickly and safely cutting through metal,
plastics and even soft and hard woods

Blade can be changed quickly and tool free with easy to
access protective shroud and tension lever

6 speed adjustable dial for setting correct rpm for different
material cutting applications
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