
SDS-Max Combi Hammer
KH 5G

Blow energy (EPTA)(J) 7,5

EAN Code 4002395133062

Full load hammer action (bpm) 0 - 3000

Max. drilling concrete (mm) 40

Max. drilling concrete/core bit/tunnel drill bit (mm) 40 / 105 / 65

Max. drilling core bit (mm) 105

Max. drilling tunnel bit (mm) 65

No load speed (rpm) 0 - 450

Power input (W) 1100

Power output (W) 550

Sound power level (Lwa)(dB(A)) 104

Sound power level uncertainty (dB(A)) 3

Sound pressure level (Lpa)(dB(A)) 93

Sound pressure level uncertainty (dB(A)) 3

Supplied in Kitbox

Vibration chiseling (m/s²) 16,7

Vibration chiselling uncertainty (m/s²) 1,5

Vibration drilling (m/s²) 16,8

Vibration drilling into concrete [m|s²] 16,8

Vibration drilling into concrete uncertainty [m|s²] 1,5

Weight (kg) 6,4

aeg-powertools.eu

Powerful 1100 watt motor

7.5J EPTA blow energy

40mm drilling capacity in concrete

Rotary stop for chiselling applications

Safety clutch for user protection

Soft start for precise start of drilling/chiselling

Supplied with a side handle, metal depth gauge, grease and
a 4m cable

Powerful 1100 watt motor

7.5J EPTA blow energy

40mm drilling capacity in concrete
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