
SDS-plus combi hammer
KH 26XE

Blow energy (EPTA)(J) 2,5

EAN Code 4002395194681

Full load hammer action (bpm) 0 - 4500

Max. drilling concrete (mm) 26

Max. drilling steel (mm) 13

Max. drilling wood (mm) 30

Max. drilling wood/ steel/ concrete (mm) 30 / 13 / 26

No load speed (rpm) 0 - 1500

Power input (W) 800

Power output (W) 400

Sound power level (Lwa)(dB(A)) 103

Sound power level uncertainty (dB(A)) 3

Sound pressure level (Lpa)(dB(A)) 92

Sound pressure level uncertainty (dB(A)) 3

Supplied in Kitbox

Vibration chiseling (m/s²) 12,5

Vibration chiselling uncertainty (m/s²) 1,5

Vibration drilling (m/s²) 15,0

Vibration drilling into concrete [m|s²] 15

Vibration drilling into concrete uncertainty [m|s²] 1,5

Weight (kg) 2,8

aeg-powertools.eu

Powerful 800 watt motor

26 mm drilling capacity in concrete

Rotary stop for light chiselling applications

FIXTEC quick change chuck

Safety clutch for user protection

Variable speed electronics for control

Hammer action stop for drilling in wood or metal

Forward and reverse mechanism

Soft-grip handle for comfort

Powerful 800 watt motor

26 mm drilling capacity in concrete

https://www.aeg-powertools.eu/
https://www.aeg-powertools.eu/

