
Dry Diamond Drill
DB 1500-2XE

EAN Code 4002395198955

Max. drilling masonry (mm) 162

Max. percussion rate (bpm) 48.000

No load speed (rpm) 0 - 1500 / 0 -
3000

No load speed gear 1 (rpm) 0 - 1500

No load speed gear 2 (rpm) 0 - 3000

Power input (W) 1500

Power output (W) 820

Sound power level (Lwa)(dB(A)) 111

Sound power level uncertainty (dB(A)) 3

Sound pressure level (Lpa)(dB(A)) 100

Sound pressure level uncertainty (dB(A)) 3

Spindle size M 18 x 2,5

Supplied in Kitbox

Vibration drilling into concrete [m|s²] 20

Vibration drilling into concrete uncertainty [m|s²] 1,5

Vibration drilling into Metal [m|s²] <2,5

Vibration drilling into metal uncertainty [m|s²] 1,5

Vibration percussion drilling into concrete [m|s²] 13

Vibration percussion drilling into concrete uncertainty
[m|s²]

3,6

Weight (kg) 4,2

aeg-powertools.eu

Powerful 1500 watt motor

High performance 2-speed dry diamond drill

Dual protection with interlinked mechanical and electronic
clutches for safety

Robust construction and full metal gearbox for durability

2-speed gear box

Electronics with soft start for precision drilling and motor
overload protection

Soft hammer mode

Supplied with a handle

Powerful 1500 watt motor
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