
12V 2-Speed Drill Driver
BBS 12C2 LI-202B

Battery pack capacity (Ah) 2,0

Battery type Li-ion

Charger supplied 40 min

Chuck capacity (mm) 10

EAN Code 4002395136377

Fuel gauge Yes

LED Yes

Max. drilling steel (mm) 10

Max. drilling wood (mm) 20

Max. drilling wood/ steel (mm) 20 / 10

Max. torque (Nm) 32

No load speed (rpm) 0 - 400 / 0 -
1500

No load speed gear 1 (rpm) 0 - 400

No load speed gear 2 (rpm) 0 - 1500

No. of batteries supplied 2

Sound power level (Lwa)(dB(A)) 80

Sound power level uncertainty (dB(A)) 3

Sound pressure level (Lpa)(dB(A)) 69

Sound pressure level uncertainty (dB(A)) 3

Supplied in Tool bag

Vibration drilling into Metal [m|s²] 1,1

Vibration drilling into metal uncertainty [m|s²] 1,5

Vibration screw driving without impact [m|s²] 0,6

Vibration screw driving without impact uncertainty
[m|s²]

1,5

Voltage (V) 12

Weight with battery pack (EPTA) (kg) 1,2

aeg-powertools.eu

Removable chuck system allows the user to keep a 25mm
screwdriving bit in the reception when the chuck is installed

Extremely compact percussion drill - 192mm length with
the chuck / 155mm without

Belt clip for easy transportation

Built in fuel gauge

High torque - 40Nm for a wide range of applications

Offset and right angle attachments available seperately

Compatible with AEG PROLITHIUMION™ battery
technology featuring overload protection for maximum
durabilty of battery and tool
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