
18V Brushless Percussion Drill
BSB 18C2BL LI-402C

Battery pack capacity (Ah) 4,0

Battery supplied 2 x 4.0Ah

Battery type Li-ion

Charger supplied 100 min

Chuck capacity (mm) 13

EAN Code 4058546220426

Fuel gauge Yes

LED Yes

Max. drilling steel (mm) 13

Max. drilling wood (mm) 40

Max. drilling wood/ steel/ masonry (mm) 40 / 13 / 13

Max. percussion rate (bpm) 25.350

Max. torque (Nm) 65

No load speed (rpm) 0 - 500 / 0 - 1950

No load speed gear 1 (rpm) 0 - 500

No load speed gear 2 (rpm) 0 - 1950

No. of batteries supplied 2

Speed settings 2

Supplied in Kitbox

Voltage (V) 18

Weight with battery pack (EPTA) (kg) 2,0
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PROFLUX™ Brushless Motor for more power, and reduced
length of the tool

Brushless motor delivers torque up to 65Nm (4.0Ah)

Only 183mm in length

2 - speeds - 0-500 / 0-1950rpm

Robust mode selector with By-Pass

LED for work place illumination

13mm metal chuck for improved durability

Compatible with AEG PROLITHIUMION™ battery
technology featuring overload protection for maximum
durabilty of battery and tool
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