
18V BRUSHLESS PERCUSSION
DRILL

BSB 18C3BL-502C

Battery pack capacity (Ah) 5,0

Battery supplied 2 x 5.0Ah

Battery type Li-ion

Charger supplied 70 min

Chuck capacity (mm) 13

EAN Code 4058546362218

Fuel gauge Yes

LED Yes

Max. drilling masonry (mm) 13

Max. drilling steel (mm) 13

Max. drilling wood (mm) 65

Max. drilling wood/ steel/ masonry (mm) 65 / 13 / 13

Max. percussion rate (bpm) 31500

Max. torque (Nm) 110

No load speed (rpm) 0 - 500 / 0 - 2100

No load speed gear 1 (rpm) 0 - 500

No load speed gear 2 (rpm) 0 - 2100

No. of batteries supplied 2

Speed settings 2

Supplied in Kitbox

Voltage (V) 18

Weight with battery pack (EPTA) (kg) 2,4

aeg-powertools.eu

Compact and powerful brushless motor delivers up to
110Nm of torque

2 speed gear box, 0 - 500 rpm & 0 - 2100 rpm

13mm Metal chuck

31.500 bpm percussion mode for concrete and masonry
drilling up to 13mm

24 stage clutch settings for ultimate control when in screw
driving mode

Designed to deliver ultimate user productivity backed up by
perfect ergonomics

PRO18V system compatibility

Compact and powerful brushless motor delivers up to
110Nm of torque
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