
18V Reciprocating Saw
BUS 18C2-0

Battery pack capacity (Ah) -

Battery supplied -

Battery type Li-ion

Charger supplied No charger supplied

EAN Code 4058546362249

Fuel gauge Yes

LED Yes

Max. cutting capacity plastic [mm] 255

Max. cutting capacity steel (mm) 20

Max. cutting capacity wood (mm) 130

Max. cutting capacity wood/ steel/ plastic (mm) 255 / 20 / 130

No load stroke rate (spm) 3000

No. of batteries supplied 0

Sound power level (Lwa)(dB(A)) 95.5

Sound power level uncertainty (dB(A)) 5

Sound pressure level (Lpa)(dB(A)) 84.5

Sound pressure level uncertainty (dB(A)) 5

Stroke length (mm) 28.5

Supplied in Gift box

Voltage (V) 18

Weight with battery pack (EPTA) (kg) 3.6

aeg-powertools.eu

Brushed Motor delivers up to 3000spm

28.5mm stroke length for the fastest cutting performance
on the market

Quick release blade system, accepts all standard recip saw
blades

Easy and quick adjustable shoe with tool free system

Fuel gauge on board, always be aware about the remaining
power

LED enables perfect view on the work piece

Rafter hook for an easy carriage when you are on a ladder
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