
18V Brushless 190mm Circular Saw
BKS 18BL2-0

Arbor size (mm) 30

Battery pack capacity (Ah) -

Battery supplied -

Battery type Li-ion

Bevel capacity (°) 56

Blade diameter (mm) 190

Charger supplied No charger supplied

EAN Code 4058546374556

Max. cutting depth 45/°56°/90° (mm) 47.5 / 36 / 68

Max. cutting depth 45° (mm) 47.5

Max. cutting depth 56° (mm) 36

Max.cutting depth 90° (mm) 68

No load speed (rpm) 5400

No. of batteries supplied 0

Sound power level (Lwa)(dB(A)) 101.5

Sound power level uncertainty (dB(A)) 3

Sound pressure level (Lpa)(dB(A)) 90.5

Sound pressure level uncertainty (dB(A)) 3

Supplied in Gift box

Vibration cutting boards (m/s²) 2.2

Vibration cutting boards uncertainty (m/s²) 1.5

Voltage (V) 18V

Weight with battery pack (EPTA) (kg) 4.4

aeg-powertools.eu

PROFLUX™ Brushless Motor delivers high speed and high
power

Lightweight and designed to tackle the toughest and
roughest of material and jobsite conditions

Aluminium guard and magnesium minimised shoe keep the
tool extremely light

Supplied with a 190mm TCT blade with 24 carbide teeth for
a perfectly clean and fast cut

Electronic motor brake, saw blade stops within seconds

Lock off switch for safety

Spindle lock for fast blade changing
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