
18V Sub Compact Brushless Recip
Saw

BUS 18SBL-0

Battery pack capacity (Ah) -

Battery supplied -

Battery type Li-ion

Charger supplied No charger supplied

EAN Code 4058546374563

Max. cutting capacity plastic [mm] 75

Max. cutting capacity steel (mm) 40

Max. cutting capacity wood (mm) 100

No load stroke rate (spm) 0-3200

No. of batteries supplied 0

Sound power level (Lwa)(dB(A)) 102

Sound power level uncertainty (dB(A)) 3

Sound pressure level (Lpa)(dB(A)) 91

Sound pressure level uncertainty (dB(A)) 3

Stroke length (mm) 22

Supplied in Gift box

Vibration cutting boards (m/s²) 1.7

Vibration cutting boards uncertainty (m/s²) 1.5

Vibration cutting wooden beam (m/s²) 8

Vibration cutting wooden beam uncertainty (m/s²) 1.5

Voltage (V) 18V

Weight (kg) -

Weight with battery pack (EPTA) (kg) 2.5

aeg-powertools.eu

Compact and powerful one handed design allows the user
to complete heavy duty applications in confined spaces

Orbital cutting action easily pushes blade through material
for fast and aggressive cuts

Overmoulded motor housing provides maximum grip and
safety for two handed applications

22mm stroke length enables the removal of maximum
amount of material with every cut

3200 spm delivers the speed an accuracy required when
cutting studs and sheet material

Quick release blade system for convienient blade change
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