
18V Sub Compact Right Angle Drill
BS18SRABL-0

Battery pack capacity (Ah) -

Battery supplied -

Battery type Li-ion

Charger supplied No charger supplied

Chuck capacity (mm) 10

EAN Code 4058546403409

LED Yes

Max. drilling steel (mm) 10

Max. drilling wood (mm) 38

Max. drilling wood/ steel (mm) 38/10

Max. torque (Nm) 42.4

No load speed (rpm) 0 - 500 / 0 - 1900

No load speed gear 1 (rpm) 0 - 500

No load speed gear 2 (rpm) 0 - 1900

No. of batteries supplied 0

Sound power level (Lwa)(dB(A)) 82

Sound power level uncertainty (dB(A)) 5

Sound pressure level (Lpa)(dB(A)) 71

Sound pressure level uncertainty (dB(A)) 5

Speed settings 2

Supplied in Gift box

Vibration drilling into Metal [m|s²] 2.5

Vibration drilling into metal uncertainty [m|s²] 1.5

Voltage (V) 18

Weight with battery pack (EPTA) (kg) 1.4

aeg-powertools.eu

Powerful brushless motor delivers up to 42Nm through a
super compact head design

2-speed gearbox with variable speed trigger provides full
control from 0 - 500 Rpm to 0-1900 Rpm in speed 2

Large trigger gives users full control during application

Light weight and Sub compact ergonomic design allows
users to use the tool with ease and safely in multiple
orientations

Deep seated chuck reduces overall depth to create even
more compact size to unable tool to fit into tightest spaces

LED light for task area illumination
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