18V SubCompact Brushless

Percussion Drill
BSB 18SBL2-202C

v Compact and powerful Sub Compact brushless motor

technology delivers up to 65Nm of forque
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13mm Metal chuck

Sub Compact design provides ultimate user productivty

Lightweight fool at only 1.4Kg with PRO18V 2.0Ah pack
Only 166mm in length allows tool to fit into tight spaces
2 speed gear box, O - 450 rpm & O - 1750 rpm

24 stage clutch for ultimate control when in screwing

Battery pack capacity (Ah) 2.0Ah
Battery supplied 2x20Ah
Battery type Li-ion
Charger supplied 60 min
Chuck capacity (mm) 13
Chuck type Keyless
EAN Code 4058546403430
Fuel gauge Yes
LED Yes
Max. drilling masonry (mm) 13mm
Max. drilling steel (mm) 13mm
Max. drilling wood (mm) 40mm
Max. percussion rate (bpm) 28.000
Max. torque (Nm) 65
No load speed (rpm) 0-1750
No load speed gear 1 (rpm) 0-450
No load speed gear 2 (rpm) 0-1750
No. of batteries supplied 2
Sound power level (Lwa)(dB(A)) 76 dB(A
Sound power level uncertainty (dB(A)) 5 dBCA)
Sound pressure level (Lpa)(dB(A)) 84 dB(A)
Sound pressure level uncertainty (dB(A)) 5 dB(A)
Speed settings 2
Supplied in Kitbox
Torque settings 22
Vibration drilling into Metal [m|s?] 20 m/s2
Vibration drilling into metal uncertainty [mls?] 15 m/s2
Voltage (V) 8v
Weight (kg) 1.0
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